EYES ONLY 
CONFIDENTIAL - NAKAMURO BASE 78 OPERATIVE A 


Parts t Procedure 


The Practical Application of the Inducemen 


Warning: : 
Do not initiate ‘Jump Point’ inducement more th 


at 6 minutes 


before the predicted man i festation time. 
(see parts 1 and 2 for more information) 


Equipment 
Minimum Requirements 
Negative Ionisation Probes 25 off 
Positive Ionisation Probes 25 off 
Insulation Units 50 off 
Heat Taper Disseminator 1 off 


Inducement Procedure: 


1) 


2) 


3) 


4) 


5) 


Arrange Insulation Units in a circle approx. 10 metres in diameter, this 
assembly must consist of a minimum of 50 units, more may be used if a 
larger ‘null bubble? is required, but there must be an equal number of 
Insulation Units. 


Activate alternate Negative and Positive Ionisation Probes (by bending, 
shaking and joining the two free ends of each probe to form a loop). 


Place alternate Negative and Positive Ionisation Probes on each Insulation 
Unit, until a continuous circle of alternating Negative and Positive Probes 
has been formed capping the Insulation Units. 


p! t 
Gather all personnel and equipment requirin; transportation within the 
q ig porta 


Fire the Heat T: i ; P 
‘Null Bubble’ > SSeminator vertically from the dead centre of the 


